Sillicon Carbide Ceramic Bearings Metric Size

Nimero
de
pieza

633

623 2RS

603 2RS

623

603

MR82x

MR82x
2RS

692x
2RS

692x

682x
2RS

602x

682x

602x
2RS

MR72
2RS

MR72

MR62
2RS

MR62

692 2RS

MR52

MR52
2RS

692

682 2RS

682

2.5
mm

2.5
mm

2.5
mm

oD

13

mm

10

mm

mm

10

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

Anchura

5 mm

4 mm

5 mm

4 mm

3 mm

2.5 mm

2.5 mm

3.5 mm

2.5 mm

2.6 mm

2.8 mm

1.8 mm

4 mm

3 mm

2.5 mm

2.5 mm

2.5 mm

3 mm

2 mm

2.5 mm

2.3 mm

2.3 mm

1.5 mm

Tipo
de
escudo

Open

Sealed

Sealed

Open

Open

Open

Sealed

Sealed

Open

Sealed

Open

Open

Sealed

Sealed

Open

Sealed

Open

Sealed

Open

Sealed

Open

Sealed

Open

Carga
dinamica | estatica

221N

107 N

66 N

36 N

94 N

36 N

56 N

29 N

29N

56 N

29N

Carga

78 N

35N

21N

12N

28 N

12N

16 N

8N

8N

16N

8N

8N

Velocidad maxima
(X1K rpm)

28

35

42

42

44.1

44.1

49.7

42

49.7

42

44.1

44.1

52.5

52.5

59.5

59.5

52.5

59.5

Material
del
anillo

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Silicon
Carbide

Rango de
temperatura

(176 to 2192
°F

0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F
0176 to 2192
°F

0176 to 2192
°F

Precision

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

ABEC-1

Autorizacion

Co

Cco

Co

Co

Cco

Cco

Co

Cco

Cco

Co

Co

Cco

Co

Cco

Cco

Co

Cco

Cco

Co

Co

Cco

Cco

Co

RoHS

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

ALCANCE

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant
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672 | 2 | % 12mm | Open | 25N 8N | 68.59999999999999 | Siicon | 176102192 |, ppe co Compliant | Compliant
mm | mm Carbide F

6022RS | 2 | 7 | 35mm | Sealed = 66N 21N 42 Silicon | 17610 2192 | \pro g Co Compliant | Compliant
mm | mm Carbide F

602 | 2| 7 | 28mm | Open | 66N 21N 2 Silicon | [I176 10 2192 | \ppc co Compliant | Compliant
mm | mm Carbide F

63328s | 3 | 1B | s5um | Sealed | 221N | 78N 28 Silicon | [176t0 2192 | \ppo 4 co Compliant | Compliant
mm | mm Carbide F

683 | 3 | 7 | 2mm | Open | 53N 18N 441 Silicon | [176t0 2192 | \pro 4 Co Compliant | Compliant
mm | mm Carbide F

68328S | S | 7 | 3mm | Sealed | 53N 18N 441 Silicon | 17610 2192 | \ppo co Compliant | Compliant
mm | mm Carbide F

603 | 3 | 8 3um | Open | 95N 20N a2 Silicon | 176 t0 2192 | \ppo 4 co Compliant | Compliant
mm | mm Carbide F
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