Alumina(AI203)- -Inch Size

Tolerancia Coeficiente
Niimero Temperatura Dureza de tdela Relacién Sistema de

de Grado P o Densidad s Esfericidad | Peso Material expansion de .~ | RoHS | ALCANCE

. maxima (°C) (HRC) diametro P . Metrologia
pieza de bola térmica Poisson

1n(10-6/K)

2 G10 1800 395g/cm | 80 | 0.000010" | 0.000010" | 268.39g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
178" | G10 1800 395g/cm | 80 | 0.000010" | 0.000010" | 221.15g | Alumina(AI203) 9.1 0.27 Imperial | YES YES
138" | G10 1800 395g/cm | 80 | 0.000010" | 0.000010" | 87.21g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
112 | Glo 1800 395g/cm | 80 | 0.000010" | 0.000010" | 113.23g | Alumina(Al203) 9.1 0.27 Imperial | YES YES

111/16" | Gl0 1800 395glm | 80 | 0.000010" | 0.000010" | 162.79g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
158" | Gl0 1800 395g/cm | 80 | 0.000010" | 0.000010" | 143.96g  Alumina(Al203) 9.1 0.27 Imperial | YES YES
54" | G0 1800 395g/cm | 80 | 0.000010" | 0.000010" | 65.52g @ Alumina(AI203) 9.1 0.27 Imperial | YES YES
19/16" | G10 1800 396g/cm | 80 | 0.000010" | 0.000010" | 56.18¢  Alumina(Al203) 9.1 0.27 Imperial | YES YES
118" | Glo 1800 397g/cm | 80 | 0.000010" | 0.000010" | 47.77g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
11/16" | Gl10 1800 398glm | 80 | 0.000010" | 0.000010" | 40.24g | Alumina(Al203) 9.1 0.27 Imperial | YES YES

1 G10 1800 399g/cm | 80 | 0.000010" | 0.000010" | 33.55g  Alumina(AI203) 9.1 0.27 Imperial | YES YES
15/16" | G10 1800 zllc?f 80 | 0.000010" | 0.000010" | 27.65¢ | Alumina(Al203) 9.1 0.27 Imperial | YES YES
20/32" | G10 1800 39'/10% 80 | 0.000010" | 0.000010" | 25.20g | Alumina(Al203) 9.1 0.27 Imperial | YES YES

78" | Glo 1800 Z’llcfﬁ 80 | 0.000010" | 0.000010" | 2248y | Alumina(Al203) 9.1 0.27 Imperial | YES YES
13/16" | G10 1800 3;/1023 80 | 0.000010" | 0.000010" | 18.00g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
25/32" | G10 1800 Sg'fc?f 80 | 0.000010" | 0.000010" | 16.00g | Alumina(Al203) 9.1 0.27 Imperial | YES YES

34" | Glo 1800 z'/lc?j 80 | 0.000010" | 0.000010" | 14.15g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
23/32" | G10 1800 ?;/10%3 80 | 0.000010" | 0.000010" | 12.46g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
11/16" | G10 1800 z'/lcfg 80 | 0.000010" | 0.000010" | 10.90g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
2132 | G10 1800 3g'/1c?f 80 | 0.000010" | 0.000010" | 9.482g | Alumina(Al203) 9.1 0.27 Imperial | YES YES

58" | G0 1800 zllc?f 80 | 0.000010" | 0.000010" | 8.191g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
19/32" | G10 1800 39'/1013 80 | 0.000010" | 0.000010" | 7.022g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
9/16" | G10 1800 ?;/lclrr} 80 | 0.000010" | 0.000010" | 5.972g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
1732 | G610 1800 Sé/lclrf 80 | 0.000010" | 0.000010" | 5.03g | Alumina(Al203) 9.1 0.27 Imperial | YES YES

12t | Glo 1800 z'/lclrf 80 | 0.000010" | 0.000010" | 4.194g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
3164" | G10 1800 3;/1;[‘1* 80 | 0.000010" | 0.000010" | 3.812g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
15/32" | G10 1800 39'/1015’ 80 | 0.000010" | 0.000010" | 3.457g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
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3.116

20/64" | G10 1800 o 80 | 0.000010" | 0.000010" | 3.121g | Alumina(Al203) 9.1 0.27 Imperial | YES | YES
716" | G0 1800 yclrg 80 | 0.000010" | 0.000010" | 2.81g | Alumina(Al203) 9.1 0.27 Imperial | YES | YES
1331" | G10 1800 Z};j 80 | 0.000010" | 0.000010" | 2.498g | Alumina(Al203) 9.1 0.27 Imperial | YES YES
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